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TECHNICAL MEMORANDUM

Utah Coal Regulatory Program

July 8, 2004
TO: Internal File
FROM: Stephen J. Demczak, Environmental Scientist I11/Engineering, Team Lead
RE: Update Map 3-9A, PacifiCorp, Deer Creek Mine, C/015/018, Task ID #1944
SUMMARY::

The permittee has submitted an amendment to update Map 3-9A. This map is the surface
facilities map of Rilda Canyon. The permittee has requested to construct three concrete pads for
the installation of additional power transformers at the sub-station in Rilda Canyon. The pads
will contain approximately twenty-seven cubic yards of concrete. The permittee will be updating
the reclamation bond in the near future for the new facilities at Rilda including the 27 cubic
yards of concrete. The calculated bonding amount for the Deer Creek Mine is $2,656,716. The
bond being held by the Division is $3,000,000. Therefore, the current bond covers the 27 cubic
yards of additional concrete.

TECHNICAL ANALYSIS:

OPERATION PLAN

SUPPORT FACILITIES AND UTILITY ESTALLATIONS
Regulatory Reference: 30 CFR Sec. 784.30, 817.180, 817.181; R645-301-526.
Analysis:
The permittee has requested to install three concrete pads at the Rilda Canyon sub-station

for adding more power transformers for upgrading the power system. This will be an increase of
27 cubic yards of concrete for removal reclamation.


Sheila Morrison

Minimum Regulatory Requirements:

	Each applicant for an underground coal mining and reclamation permit shall submit a description, plans, and drawings for each support facility to be constructed, used, or maintained within the proposed permit area. The plans and drawings shall include a map, appropriate cross sections, design drawings, and specifications sufficient to demonstrate compliance.

	Support facilities shall be operated in accordance with a permit issued for the mine or coal preparation plant to which it is incident or from which its operation results. In addition to the other provisions of this part, support facilities shall be located, maintained, and used in a manner that: prevents or controls erosion and siltation, water pollution, and damage to public or private property; and, to the extent possible using the best technology currently available, minimizes damage to fish, wildlife, and related environmental values and minimizes additional contributions of suspended solids to streamflow or runoff outside the permit area.  Any such contributions shall not be in excess of limitations of State or Federal law.

	All surface and underground mining activities shall be conducted in a manner which minimizes damage, destruction, or disruption of services provided by oil, gas, and water wells; oil, gas, and coal-slurry pipelines, railroads; electric and telephone lines; and water and sewage lines which pass over, under, or through the permit area, unless otherwise approved by the owner of those facilities and the Division.

	Support facilities shall be operated in accordance with a permit issued for the mine or coal preparation plant to which it is incident or from which its operation results.  In addition to the other provisions of this part, support facilities shall be located, maintained, and used in a manner that prevents or controls erosion and siltation, water pollution, and damage to public or private property.  Support facilities shall, to the extent possible using the best technology currently available, minimizes damage to fish, wildlife, and related environmental values; and, minimizes additional contributions of suspended solids to streamflow or runoff outside the permit area.  Any such contributions shall not be in excess of limitations of State or Federal law.
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Findings:

The permittee has met the minimum requirements of the R645 Coal Rules.

MAPS, PLANS, AND CROSS SECTIONS OF MINING @'ERATIONS
Regulatory Reference: 30 CFR Sec. 784.23; R645-301-512, -301-521, -301-542, -301-632, -301-731, -302-323.
Analysis:

Mining Facilities @ps

The permittee has updated Map 3-9A the surface facility map of Rilda Canyon. This map

indicates the locations of the three concrete pads for the power transformers. This map is P.E.
certified.

Certification @quirements

Map 3-9A has been certified by a P.E.
Findings:

The permittee has met the minimum requirements of this section.

RECLAMATION PLAN

BONDING AND INSURANCE REQUIREMENTS

Regulatory Reference: 30 CFR Sec. 800; R645-301-800, et seq.


Sheila Morrison

Minimum Regulatory Requirements:

	Each application shall contain maps, plans, and cross sections which show the mining activities to be conducted, the lands to be affected throughout the operation, and any change in a facility or feature to be caused by the proposed operations, if the facility or feature was shown and described as an existing structure.

	The following shall be shown for the proposed permit area:


Sheila Morrison

	Location of each facility used in conjunction with mining operations.  Such structures and facilities shall include, but not be limited to: buildings, utility corridors, roads, and facilities to be used in mining and reclamation operations or by others within the permit area; each coal storage, cleaning, and loading area; each topsoil, spoil, coal preparation waste, underground development waste, and noncoal waste storage area; each water diversion, collection, conveyance, treatment, storage and discharge facility; each source of waste and each waste disposal facility relating to coal processing or pollution control; each facility to be used to protect and enhance fish and wildlife related environmental values; each explosives storage and handling facility; location of each sedimentation pond, permanent water impoundment, coal processing waste bank, and coal processing water dam and embankment, and disposal areas for underground development waste and excess spoil; and, each plan or profile, at cross sections specified by the Division, of the anticipated surface configuration to be achieved for the affected areas during mining operations.
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	Cross sections, maps, and plans required to show the design, location, elevation, or horizontal or vertical extent of the land surface or of a structure or facility used to conduct mining and reclamation operations shall be prepared by, or under the direction of, and certified by a qualified, registered, professional engineer, a professional geologist, or in any State which authorizes land surveyors to prepare and certify such cross sections, maps, and plans, a qualified, registered, professional land surveyor, with assistance from experts in related fields such as landscape architecture.

	Each detailed design plan for an impounding structure that meets or exceeds the size or other criteria of the Mine Safety and Health Administration, 30 CFR Section 77.216(a) shall: be prepared by, or under the direction of, and certified by a qualified registered professional engineer with assistance from experts in related fields such as geology, land surveying, and landscape architecture; include any geotechnical investigation, design, and construction requirements for the structure; describe the operation and maintenance requirements for each structure; and, describe the timetable and plans to remove each structure, if appropriate.

	Each detailed design plan for an impounding structure that does not meet the size or other criteria of 30 CFR Section 77.216(a) shall: be prepared by, or under the direction of, and certified by a qualified, registered, professional engineer, or in any State which authorizes land surveyors to prepare and certify such plans, a qualified, registered, professional land surveyor, except that all coal processing waste dams and embankments shall be certified by a qualified, registered, professional engineer; include any design and construction requirements for the structure, including any required geotechnical information; describe the operation and maintenance requirements for each structure; and, describe the timetable and plans to remove each structure, if appropriate.
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Analysis:

Determination of Bond @munt

The permittee has sufficient bonding amount for the reclamation of the three concrete
pads for power transformers at the Rilda Canyon sub-station. The calculated bonding amount for
the Deer Creek Mine is $2,656,716. The bond being held by the Division is $3,000,000.
Therefore, the current bond covers the 27 cubic yards of additional concrete.

Findings:

The permittee has met the minimum requirements of this section.

RECOMMENDATIONS:

The permittee has met the minimum requirements. This amendment is recommended for
approval.

0:\015018.DER\FINAL\sjd1944.doc
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	The amount of the bond required for each bonded area shall: be determined by the Division; depend upon the requirements of the approved permit and reclamation plan; reflect the probable difficulty of reclamation, giving consideration to such factors as topography, geology, hydrology, and revegetation potential; and, be based on, but not limited to, the estimated cost submitted by the permit applicant.

	The amount of the bond shall be sufficient to assure the completion of the reclamation plan if the work has to be performed by the Division in the event of forfeiture, and in no case shall the total bond initially posted for the entire area under 1 permit be less than $10,000.

An operator's financial responsibility for repairing material damage resulting from subsidence may be satisfied by the liability insurance policy required in this section.
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